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One-Outlet Hose Faucet Timer

PRO-TAP 100

Technical Specifications
Connection   3/4 inch hose

Watering duration 1 min - 6 hrs 

Watering Schedule 1-8 hrs, 12 hrs, 1-7 days

Operating Pressure  10-100 PSI / 1-6 Bar

Rain Delay   Yes

Manual Watering Yes

Environment Temp  0-140°F / 0-60°C

Water Temp   0-140°F / 0-60°C

Batteries   2 AA (not Included)

Models

PRO-TAP100  Tap, Irrigation Controller, STD

PRO-TAP100-BSP2 Tap, Irrigation Controller, BSP

Features

n	Conserve Water - Automate your watering routine

n	Oversized Features - Designed with a large digital display 
and an easy-to-use dial

n	One Start Time - Program your timer to water at the 
optimal time when evaporation is at its lowest

n	Timed Watering - Set your timer from 1-360 minutes (6 hrs) 

n	Watering Intervals - Water frequencies can be set to every 
1-12 hours or every 1-7 days 

n	Manual Rain Delay - Ability to manually postpone watering 
between 1-7 days without interrupting your set program

n	Manual Watering - Run water manually, between 1-360 
minutes, with the press of a button  

n	Easy Attachment - The swivel coupling provides a quick 
and secure connection to your hose or faucet 

n	Battery Operated - Requires two AA batteries (not 
included)

n	Product Specifications - For outdoor use with cold water 
only - Store indoors during winter time

Replaceable Mesh Filter Fits 3/4” Standard Hose

NEW

Fast Facts

Height: 5 1/2" (14,0 cm)

Width: 4 3/4" (12,1 cm)

Depth: 2 3/4" (7,0 cm)


